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@ PROPOSED 155 LIME MODIFIED SUBGRADE (18" DEPTH)

: /@ (7) PROPOSED 209 CRUSHED AGGREGATE BASE COURSE (10" DEPTH)
PROPOSED 602 BITUMINOUS PRIME COAT (0.35 GAL/SY.)

Sz
K¢,
’}?{) @ PROPOSED 201 BITUMINOUS BASE COURSE WIDENING (FIRST LIFT, 3" DEPTH, COMPACTED)

PROPOSED 603 BITUMINOUS TACK COAT (0.05 GAL./S.Y.)

E
o (@) PROPOSED 201 BITUMINOUS BASE COURSE WIDENING (SECOND LIFT, 3" DEPTH, COMPACTED)

AlLP. PROJ.: 3-17-0085-B1

BALDWIN FIELD
ADAMS COUNTY, ILLINOIS

Q @ PROPOSED 201 BITUMINOUS BASE COURSE WIDENING (THIRD LIFT, 2" DEPTH, COMPACTED)
PROPOSED 6” PE TUBING @ PROPOSED 603 BITUMINOUS TACK COAT (0.10 GAL./S.Y.)
PROPOSED 401 BITUMINOUS SURFACE COURSE, LEVELING (3" DEPTH, GOMPACTED)

(SEE SHEET 12 FOR DETAL)

QUINCY REGIONAL AIRPORT

@ PROPOSED 401 BITUMINOUS SURFACE COURSE (2" DEPTH, COMPACTED)
NOT TO SCALE THE CONTRACTOR IS REQUIRED TO CLEAN THE SAWED PROPOSED SHOULDER ADJUSTMENT (INCIDENTAL TO TEM 152 UNCLASSIFIED EXCAVATION)
EDGE AND APPLY A BITUMINOUS TACK COAT TO THE

VERTICAL FACE PRIOR TO 201 PAVING, THIS WORK @ PROPOSED EROSION CONTROL BLANKET (8' WIDTH)

AND TACK APPLICATION IS INCIDENTAL TO THE

PROPOSED PAVEMENT SAWING AND NG ADDITIONAL EXISTING BITUMINOUS WIDENING FROM PHASE 1

COMPENSATION WiLL BE MADE.

B A Tiels

A
eginna 9
£

IL. PROJ.: UIN-3630

03714707
03/19/07
3/20/07

MLH

MLH
JOW

118

03/14/07

TAXIWAY SAFETY AREA

PROPOSED TAXIWAY “C* €
EXISTING TAXIWAY "C” @_\
30 \

HE Project o, 82407TXYD 0100
flename _ R—5Q1TYP.OWG

Scale M) IQ SS:AfE
DBate
LAYOUT

DRAWN
REVIEWED

30 10 O )
o
25' 5 20’ 10 (i) PROPOSED f VARIES SAW TO PROVIDE 2] § §
BITUMINOUS E l PROPOSED VERTICAL FACE Z i3
OVERLAY E14%
BITUMINOUS < g%_gﬁ
\ SURFAGE EXISTING CONCRETE PAVEMENT = s%gs
e 43=
X R S T NOTE gggé
ISTIN 0US. PAVENENT L= 7 PRIOR TO THE PLACEMENT OF THE EEd-
e T T L T "1 . % % PROPOSED BTUMINOUS PAVEMENT, 54
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LONGITUDINAL SECTION ALONG PAVEMENT
MILL EXISTING PAVEMENT TO REQUIRED
DEPTH AND REPLACE TO THE
PROPOSED GRADE.
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